
CONTROL PANELS  

FOR MODULAR   

OPERATING THEATERS 
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General description 

Control panel is a modular 

system consist of the elements 

for controlling  electrical 

equipment in the OR. Each 

panel is practically custom 

made. The housing of the 

panels are made from 

aluminum. In the front is a 30 

mm frame around the front 

panel which is also used as a 

front door   

The front door is covered with 

professional glass front panel 

The touch screens are IP 65 

protected and they are easy to 

clean and disinfected with 

standard cleaning and 

disinfection liquids 

Cleaning 

For the operating theaters with 

modular system we can offer 

professional glass control panel 

with integrated  22“ or 32“ 

touchscreen to control all functions 

of the OR  
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Integrated elements: Lights

  

Integrated elements: Blinds 

For controlling the lights we can control the 

illumination Lights, RGB lights, Status 

lights, Wall elements, Ceiling elements 

 

 

Window blinds, 

Door blinds 

Outside blinds 
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Integrated elements: OR Lights  

Integrated elements: Aircond Modules 

Operating Lights for some 

producers 

 

 

Aircond modules with control of 

Temperature, Humidity, Pressure, 

alarms, control functions etc. 
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Integrated elements: Medical Gasses

  

Integrated elements: Electrical safety monitors  

Medical Gasses 

 

 

Electrical safety monitors 

 



7 

Integrated elements: Time, Elapsed time

  

Integrated elements: Audio Control 

Time, Elapsed time 

Master clocks,  

RTC modules 

Internet clock 

 

 

Audio control 

   

We can integrate and 

control the following audio 

modules 

-Internet radio 

-MP3 players 

-Bluetooth modules 
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Integrated elements: Custom made control functions  

Regarding the customer 

needs, we can integrate in the 

same panel the OR Integration 

system with routing, streaming 

and recording of video 

sources, Room camera control 

etc 

 

 

We can also integrate any 

additional control  function 

like Cameras control, 

PACS remote access and 

VNC of any PC 
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Wiring 

Electro rack outside of OR 

The installation of electro rack is outside 

of OR. Between the electro rack and 

touch screen is only one network cable 

needed. 

All cables and terminal blocks are 

marked, all the connection cables should 

be connected to the terminal blocks. 

PLC, relay modules, touch screens and 

other elements are already prewired.  
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Screen/Touchscreen 

Dimension 

El. Rack Dimension 

We select the size of the rack 

regarding the specification and 

quantity of the elements. We are 

offering the following racks: 

 

- 1045.500 

      Dim. 400x500x250mm 

 

- 1057.500 

- Dim. 500x700x250mm 
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Range of Control panels, 

Video panels and Working 

stations 

For the operating rooms you we are 

producing in the same outlook also Video 

panels amd Nurse/PACS working 

staations and OR Integration systems 

with the dimensions of 22‘‘, 32‘‘, 43‘‘ and 

55‘‘ in Full HD or 4k resolution. 
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